
GRAPHIC DISPLAY/TOUCH PANEL TYPE DIGITAL INDICATOR
FOR VOLTAGE & CURRENT OUTPUT SENSOR

F377A

CA372-I/O: FCN  3m
CA81-232X: miniDIN-D-Sub9p  1.5m
CN50: FCN I/O ( )
CN55: FCN I/O ( )
CN60: RS-232C DIN 8p
CN51: BCD
CN71: CC-Link
CN72: CC-Link 2
CN80: I/O
CND01: DeviceNet
DTC2: F377A ( AC )
GMP96x96: 

 10   10V    : 1M
20   20mA    : 250  

................0.02%/FS 1digit  (10V 20mA )
........... 0.2mV/°C RTI  0.4 A/°C RTI
........... 0.01%/°C

 ( 6dB/oct);  30, 100, 300, 1k Hz 
A/D  : 2000 ; : 24 bit ( )  10V 20mA 1/30000

 : 1V 0.6V 1mA 0.3V : 2k

 TFT  LCD
 71 W ×53 H mm

320×240 dot
 5 : 99999 99999   : 

1 2 3 4 P-P 5 6 7 8 9
10 11 12 &P-P 13 & 14 &
15 & 16 & 17 & 18 & 19 &P-P
20 &P-P 21 & 22 & 23 &P-P 24 &
25 & 26 &

 
4

 (8 ) /RUN /
 

Vce = 30 V (max), Ic = 30m A (max)
 (10 ) DZ

Ic = 10 mA 
 SIF:  2

232:  RS-232C
BCO:  BCD  ( )
DAV:  D/A  ( )
DAI:  D/A  ( )
ODN:  DeviceNet  ( )
CCL:  CC-Link  ( )

ISC: I/O Source
 DC24V ±15

4W typ.
 typ. 55A 1msec
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  1.0kg
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BCD  (BCD )............................................1

 (D/A ) .................................................1
DeviceNet  (DeviceNet ).......................................1
CC-Link  (CC-Link )..............................................1

F377A

Sink type NPN
ISC Source type PNP

SI/F RS-232C

BCO BCD Sink type NPN
DAV D/A
DAI D/A
ODN DeviceNet
CCL CC-Link
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