
CC-LinkF735 WEIGHING INDICATOR CORRESPONDING TO CC-Link

 CC-Link Ver.2 42
 IP65
 DIN144 x 72mm

IP65

↕

OK

F735

 CA325AC3P-B3:AC  3m
CA325AC3P-CEE7/7-B2:AC ( 250V)2m
CN71:CC-Link
CN72:CC-Link 2

F735 □

 
 AC100 240V

DC DC24V

 DC5V±5 :90mA
6 350

0.3 3.0mV/V
0 3.0mV/V JIS B 7611-2
0 2.0mV/V
0.3 3.0mV/V 0.6 3.0mV/V JIS B 7611-2

3
0.15μV/count 0.5μV/count JIS B 7611-2

:0.01 /FS
:0.025μV/ RTI typ.
:1ppm/  typ.

A/D  :300
:24bit
:400000 0.3 3.0mV/V

1/10000 1/6000 JIS B 7611-2  
 1/1000 

300 :1.5Hz 2Hz 2.5Hz 3Hz 4Hz 5Hz
100 / :0.5Hz 0.67Hz 0.83Hz 1Hz 1.33Hz 1.67Hz
30 / :0.15Hz 0.2Hz 0.25Hz 0.3Hz 0.4Hz 0.5Hz

OFF, 2 512

2 SI/F
CC-Link Ver.2

 AC:AC100 240V 10  15 50/60Hz
DC:DC24V ±15 DC

 4W typ.
 10 40

20 60
80 RH

 144 W ×72 H ×99 D mm
 800g

 AC 1 2 3m  1
CC-Link  1
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 1
 1
 1
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