
UTF-500Nm FLANGE TYPE TORQUE METER

PRELIMINARY

Detect high-frequency torque fluctuation accurately!
Flange type torque meter with 
high torsional stiffness and high safe overload

Standard installation of pulse output 

 (90 pulse/revolution)(1080 pulses/rotation as option)

Unique signal transmission strong against grease and stain

±10V torque output without external amplifier

500Nm full scale

Accuracy of 0.03% FS

Maximum speed of 

 20,000 rpm

Dynamic balance grade G2.5

Cut-off frequency of 3kHz with sampling rate at 20kHz

High torsional stiffness (1700kNm/rad)

By observing 2 different torque fluctuations, torsional angle is inversely proportional to torsional rigidity.
High rigidity allows small hunting in torque, thus able to measure torque accurately.

Due to high torsional stiffness, torque changes are measured with high responsiveness & accuracy.

Space-saving Easy installation

Easier connection and horizontal installation due to its short axis.

High safe overload (500%)

Lower the risk of malfunction due to unstable torque changes at 
start-up, braking and unexpected large torque.

Bearingless

Perfect for durability test as no parts will be effected by rotation 
and worn out.

High accuracy & stability

Able to return to zero point & remain stable. (Same as UTM series)
Even small torque can be detected with high accuracy.

Variable low pass filter

Optimal filter can be selected depending on applications.

高精度・安定性

UTMシリーズ同様に卓越したゼロ点の
安定性を実現。微小トルクも高精度に測定。

測定帯域

測定帯域

共振点 共振点

フランジ型

シャフト型
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Keep safe 
distance of 
1 to 2mm

Able to adjust 
by visual

Easy to align to 
attached spacer
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Effect of torsional stiffness on torque response
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Low rigidity

High rigidity

Shaft type

Coupling Coupling

Flange type

Space needed

Spave-saving

Helps to reduce installation time.



仕様

アプリケーション例

外形寸法

フランジ部 検出部 ストレンゲージ式
測定レンジ 500Nm
許容過負荷 500％FS（2500Nm）
サンプリング周波数 20kHz
カットオフ周波数 3kHz
デジタルフィルタ 1Hz～ 1kHz（設定により変更）、PASS 3kHz
非直線性 0.03%FS
ヒステリシス 0.03%FS 
繰り返し性 0.03%FS 
動作温度範囲 -10～ 50℃

動作温度範囲 -10～ 50℃

ゼロ点の温度影響 0.01%FS/℃
出力の温度影響 0.01%FS/℃

慣性モーメント 5.0×10-3 kgm２

最高回転数 20000rpm

定格ねじれ角 2.93×10-4 rad（0.017°）
ねじりばね定数 1700kNm／ rad

回転数検出用ギア 90歯／周
外形寸法 138×51（D）mm
重量 2.3kg

固定部 アナログ出力 CH1 トルク出力 ±10V負荷抵抗5kΩ以上
CH2 回転数出力 ±10Ｖ負荷抵抗5kΩ以上

回転パルス出力 検出方法 磁気検出
信号仕様 90°位相差　AB相パルス　（RS-422A準拠ドライバ）
出力パルス数 90パルス／周

入出力信号 入出力数 設定切替用入力信号３点、エラー出力信号１点
入力仕様 無電圧接点、オープンコレクタまたはTTLレベル
出力仕様 オープンコレクタ DC30V 0.05A

通信仕様 RS-485（115.2kbps）

電源電圧、消費電力 DC24V ±10％、約17W
外形寸法 210（W）×67.5（H）×60（D）mm（突起部含まず）
重量 1.1kg
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8-M10
PCD101.5
円周上等配
（表側）

8- 17
PCD101.5、円周上等配
（表側）

8- 10.5
PCD101.5、円周上等配
（裏側）

■ フランジ部

3

49
13 17 2

単位 mm

■ 固定部

4-M5タップ
有効深さ6mm
対面同じ
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アプリケーショ

● エンジン評価試験 ● モータ特性試験

エンジン
トルクフランジ

UTF トルクフランジ
UTF

負荷装置
（モータなど） モータ試験体 負荷

パソコン
オシロスコープなど

オシロスコープ
レコーダなど回転速度や、

回転角度に対するトルク
特性が測定できます。 高速回転時のコギングトルクや、起動時のトルク変動を測定できます。

Specifications External dimension

Sample application

Evaluation test for engine Performance test of motor Efficiency measurement of 
reduction gear

Functional test of clutches 
and dampers

Motor Motor
UTF

Motor

Reduction gear

Motor
UTFUTF

Cranking torque and friction torque
 measurement

Cogging torque and torque ripple 
measurement

Transmission torque fluctuation, 
transmission efficiency & friction torque 
measurement

Starting torque, dynamic friction 
torque measurement

Motor
UTF Engine

Motor

Clutch
UTF

Flange part Receiver Strain gauge type
Measurement range ±500Nm
Safe overload 500％FS（2500Nm）
Cut-off frequency 3kHz (Sampling rate 20kHz)
Digital low pass filter 1Hz to 1kHz（Changes by setting）、PASS 3kHz
Non-linearity 0.03%FS
Hysteresis 0.03%FS
Repeatability 0.03%FS
Compensated temperature range －10 to ＋50℃

Compensated temperature range －10 to ＋50℃

Temperature effect on zero 0.01%FS/℃
Temperature effect on span 0.01%FS/℃

Inertia moment 5.0×10-3 kgm２

Max. rotation speed 20000rpm

Maximum torsional angle 2.93×10-4 rad（0.017°）
Torsional spring constant 1700kNm／ rad

Gear for detecting rpm 90 cogs/round
Dimensions 138×51（D）mm
Weight Approx.2.3kg

Receiver Analog output CH1 ±10V torque output 
(Load resistance must be more than 5kΩ)

Option Frequency output
(Model: UTF-500Nm(FM))

Torque output: 60kHz±30kHz

Attachment Power supply cable・・・・・ 1
Analog output cable・・・・・ 1
Communication cable・・・ 1

I/O cable・・・・・・・・・・・・・・・・・・・・・・・・・・・ 1
Position confirmation attachment・・・・・ 1
Operation manual・・・・・・・・・・・・・・・・・・・ 1

Optional 
accessories

CATF-PWR-5M
CATF-OUT-5M
CATF-COM-5M
CATF-I/O-5M
CATF-SET-5M

Power supply cable for UTF 5m
Analog output cable for UTF 5m
Communication cable for UTF 5m
I/O cable for UTF 5m
Cable sets (power, analog output, communication, I/O)

Number of pulses
(Model: UTF-500Nm(IP))

1080 pulses/rotation

CH2 ±10V rotation output 
(Load resistance must be more than 5kΩ)

Pulse output Detection 
method

Magnetic detection

Signal 
specification

90°phase differences AB phases pulses
(RS-422A standard driver)

Number of 
pulses

90 pulses/rotation (Standard)
1080 pulses/rotation (Option)

Digital I/O Number of I/O (3) INPUT for changing setting, (1) OUTPUT for error
Input type Volt-free contact, open collector or TTL level
Output type Open collector DC30V 50mA

Interface RS-485（115.2kbps）

Power supply voltage
Power consumption 

DC24V ±15％
17W typ.

Dimensions 210（W）×67.5（H）×60（D）mm(Projections excluded)
Weight Approx.1.1kg

Unit：mm
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8-M10
PCD101.5
Circumferences 
equally distributed
（Front）

8- 17
PCD101.5、
Circumferences 
equally distributed
（Front）

8- 10.5
PCD101.5、
Circumferences 
equally distributed
（Back）

 Flange part

 Receiver
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4-M5Depth
Valid depth 6mm
Position matching
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